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se Hose Selector Guide – by application
Series Trademark Hose Application / Construction / 

Selector Guide
Tube Cover Size  

Range 
(in)

Pressure 
Range  
(psi)

Temp  
Range 

(°F )

Page  
No.

7031(R) /  
7057 / 7092 /  
7093 / 7096

GST® II Air, water Spiral, green/blue/
red/black/yellow

EPDM EPDM 3/16 - 2 200-300 -40 / +212 16

7094/7095 MPT® II Air, oil, water Spiral, red/black Nitrile Chloroprene 1/4 - 1-1/2 200-300 -20 / +212 20

7102 ARCTIC 
EDGE™

Air, oil, water, 
fuel

Spiral, low temp 
(-70°F)

Nitrile Chloroprene 3/8 - 1-1/2 300 -70 / +212 32

7107 GRIZZLY™ Air, oil, water Spiral, aramid, 
yellow

Nitrile Nitrile/PVC 1/4 - 2 500 -40 / +212 24

7134/7187 DAY-FLO® Air, oil, water Braided,  
red/black

Nitrile Chloroprene 3/16 - 1/2 250-300 -20 / +212 31

7137 WHIPPET® Air, oil, water Braided, black Nitrile Chloroprene 3/16 - 3/8 200 -40 / +180 33

7161 JIFFY™ FLEX Air, oil, water Push-on, spiral Nitrile Chloroprene 1/4 - 1/2 250 -20 / +180 29

7201 MAXIMAIRE™ Air, oil, water, 
large bore

Textile ply, green Chloroprene Nitrile/PVC 1/2 - 2 350-500 -20 / +180 38

7204 MPW-1000® Air, oil (hot), 
water, steam

Wire braid, black Nitrile Chloroprene 1/2 - 1 1000 -20 /  
+300/+350

40

7211 SUPER-LOK™ Air, water Push-on, braided EPDM EPDM 1/4 - 1/2 300 -40 / +212 27

7212 JIFFY™ Air, oil, water Push-on, braided Nitrile Chloroprene 1/4 - 3/4 300 -40 / +212 25

7219 E-Z Form™ MP Air, oil, water Wire helix, flexible Nitrile Chloroprene 1/2 - 4 75 -20 / +200 47

7251 THORO-BRAID® Air, oil, water Wire braid, yellow Chloroprene Nitrile/PVC 1-1/2 - 4 400-600 -20 / +212 42

7268E STINGER™ II Air, oil, water Wire braid, yellow Nitrile Nitrile/PVC 3/4 - 2 1000 -20 / +212 43

7284 YELLOW BIRD® Air, water Wire braid, yellow SBR Nitrile/PVC 3/8 - 1 1000-1500 -20 / +212 44

7308/7308E MAXIFLEX® Air, water, 
large bore

Textile ply, yellow SBR SBR 1 - 3 250 -20 / +212 39

7322/7323 SUPER-FLEX® 
GS

Air, water, 
large bore

Textile ply, red/
black

EPDM EPDM 1-1/4 - 2 200 -40 / +212 19

7395 E-Z FORM™ GS Air, coolant, 
water

Wire helix, flexible EPDM EPDM 1/2 - 4 75 -40 / +257 45

7396 SUPER MPT® Air, oil, water, 
large bore

Textile ply, red Nitrile Chloroprene 1-1/4 - 2 200-300 -20 / +212 22

SS110 Air, oil, water, 
large bore

Textile ply, black Nitrile SBR 1-1/4 - 6 400-500 -40 / +180 34

SS131 Air, oil, water, 
large bore

Textile ply, blue Nitrile Synthetic 1-1/2 - 4 800-1000 -40 / +180 35

SW360 Air, water, 
large bore

Wire helix, high 
temp

EPDM EPDM 2 - 6 100-200 -40 / +350 36

SW560 SPARTAN™ Air, water, 
large bore

Wire helix, high 
temp

EPDM EPDM 2 - 4 100-125 -40 / +350 37

Assemblies Air — — — — — 50

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application.  
Refer to product pages for specific data. Contact Parker for additional information. 

See the following page for the Hose Selector Guide by industry standard. Refer to pages 9-10 for a complete listing of  
industry standards.

See pages ii through ivfor an index of all product series by series number and pages v through xv for an index by application 
and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.
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