
ANCHORS 
 

GLOBAL    

VINYL SCREW ANCHORS 
 

PARTICULARLY EFFECTIVE IN PLASTER WALLS 
 

• DOES NOT TURN IN HOLE . . . . MAINTAINS FULL CONTACT 
• WILL NOT FRAY OR FLATTEN OUT WHEN DRIVEN IN HOLE 
• NO LIP – PERMITS FLUSH MOUNTING 
• WITHSTANDS EXTREME TEMPERATURES 
• NOT AFFECTED BY MOISTURE, ACIDS AND CHEMICALS 
• TESTED HOLDING POWER IS 10 TIMES SAFE WORKING LOAD 

 
 
 
 

NO SIZE CONFUSION – COLOR CODED BY DIAMETER 
PART NUMBER SCREW SIZES ANCHOR 

LENGTH 
HOLE 
SIZE COLOR CODE SAFE WORKING 

LOAD (LBS) PACK 

L18-525206 1-2-3 1” 1/8 YELLOW 62 (CFA) 
L18-525208 4-5-6 1” 3/16 WHITE 85 (CFA) 
L18-525210 
L18-525212 7-8-9 1” 

1-1/2 15/64 RED 136 (CAA) 
(CAA) 

L18-525214 
L18-525216 
L18-525218 
L18-525220 

10-11-12 
(3/16) 

1” 
1-1/2 
1-1/2 

2” 

¼ GREEN 223 

(CAA) 
(CAA) 
(CAA) 
(CAA) 

L18-525230 
L18-525232 

16-18 
(5/16) 

1-1/2 
2” 3/8 ORANGE 392 (BAA) 

(BAA) 

L18-525236 20-22-24 
(3/8) 2-1/2 7/16 GRAY 537 (FA) 

L18-525240 
L18-525242 7/16 & 1/2 2-1/2 

3-1/2 5/8 BLACK 658 (FA) 
(FA) 

 

  

         Q-280 



 
 
 

ADDITIONAL FEATURES: 
 

• FAST, EASY INSTALLATION WITHOUT SPECIAL TOOLS AND BOLTS 
• USE IN WALL AND FLOOR MATERIALS 
• USE WITH MACHINE BOLTS, LAG BOLTS, WOOD SCREWS, 

SHEET METAL SCREWS OR MOST THREADED FASTENERS 
• USE WITH STAINLESS STEEL BOLTS IN CORROSION APPLICATIONS 
 

 
 
 

APPLICATIONS: 
 
  

• CONTROL PANELS 
• JUNCTION BOXES 
• ELECTRICAL FIXTURES 
• PICTURES 
• SIGNS 
• WALL FIXTURES 

• SHELVING 
• DRAPERY RODS 
• ADVERTISING BOARDS 
• LIGHT/MEDIUM WEIGHT PANELS 
• WALL CABINETS 
• PIPE AND CABLE CLAMPS 
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